ULTRA-TEMP/GALVA-TEMP TEES AND ELBOWS

Now includes 2 Elbows, 2 Locking Bands
15°/30° Insulated Elbow Kits and 1 Interior Resupport, all in one box!

15° Insulated Elbows can be used for fixed offsets of 15° slope or in pairs for offsets adjustable from 0° to 30° slope. The 30° Insulated Elbow in 5", 6", 7" and 8"
sizes can be used for fixed offsets of 30° slope. Greater angles are prohibited by UL® Standard 103 and by the terms of the product listing.

ULTRA-TEMP-TYPE HT 15° EL KITS ULTRA-TEMP 15° EL KITS

Product No. Part No. A B Product No. Part No. A B
R 205206 ST-EL A5 KIT — 11%" 34" 210206 10S-EL 15 KIT  13%" 3 %"
- _-——-' 206206 6T-EL 15 KIT  11%"  3V" 212206 12S-EL 15 KIT ~ 14%"  3'%"

=S 207206  TTEL1SKT 124" 3% 214206 14S-EL15KT 15%"  4%"
K_{ = 208206  BTEL1SKT 124" 3%’
=
UL ULTRA-TEMP-TYPE HT 30° EL KITS ULTRA-TEMP 30° EL KITS

Product No. Part No. A B Product No. Part No. A B

205211 BT-EL 30 KIT 121" 64" 210211 10S-EL 30 KIT ~ 13%" 7"
206211 6T-EL 30 KIT 121" 64" 212211 12S-EL 30 KIT ~ 14%" 74"
207211 7T-EL 30 KIT ~ 13%" 7" 214211 14S-EL 30 KIT ~ 15%" 8"
208211 8T-EL 30 KIT ~ 14%"  7%"

Two 15° Elbows combine f
to be adjustable 0-30° ™

GALVA-TEMP TYPE HT 15° EL GALVA-TEMP TYPE HT 30° EL KITS GALVA-TEMP 30° EL KITS

Product No. Part No. A B Product No. Part No. A B Product No. Part No. A B

206206G 6GT-EL 15 KIT  13%" 3" 206211G 6GT-EL30KIT 12%4" 64" 210211G  10G-EL 30 KIT  13%" 7"
207206G  7GT-EL15KIT  14%"  3%" 207211G  7GT-EL 30 KIT  13%" 7" 212211G  12G-EL 30 KIT  14%" 74"
208206G 8GT-EL 15 KIT  15%"  3%s" 208211G 8GT-EL30KIT 14%"  7%" 214211G  14G-EL 30 KIT  15%" 8"

Note: A 30 degree Elbow for 12" & 14"
consists of two 15 degree Elbows.

REQUIRED: Locking Bands (2 packaged with each elbow kit) are to be used at each joint. Each offset must be resupported. Elbows rotate 360° to provide the exact
orientation required. Insulated Elbows can be used at the same 2" airspace clearance as chimney sections.

Chimney Offset Table

A 2 Elbows 2 Elbows 2 Elbows 2 Elbows 2 Elbows 2 Elbows 2 Elbows 2 Elbows
Part No. w/0 Pipe + 6" Section  +9" Section + 12" Section + 18" Section + 24" Section + 36" Section + 48" Section
- F 0 H 0 H 0 H 0 H 0 H 0 H 0 H 0 H
5GTAUT - 15° 1.00 875 223 1334 301 1624 378 1913 534 2493 6.89 3072 999 4232 1310 5391
6GT/UT - 15° 088 763 210 1221 288 1511 366 1801 521 2380 6.76 29.60 987 4119 1297 5278
7GTAUT - 15° 0.88 875 210 1334 288 1624 366 1913 521 2493 676 3072 987 4232 1297 5391
e 8GT/UT - 15° 1.00 825 223 1284 301 1574 378 1863 534 2443 6.89 3022 999 4182 1310 53.41
LS 5GTAUT - 30° 313 1338 550 1749 700 2009 850 2268 1150 27.88 1450 33.08 20.50 4347 2650 53.86
6GT/UT - 30° 3.00 1250 538 16.61 6.88 1921 838 21.81 1138 27.01 1438 3220 20.38 4259 26.38 52.99
i 7GTAUT - 30° 375 1450 613 1861 763 21.21 913 2381 1213 2901 1513 3420 2113 4459 2713 5499
} 8GT/UT - 30° 3.63 1450 6.00 1861 750 2121 9.00 2381 12.00 29.01 15.00 3420 21.00 4459 27.00 54.99
0 = Offset; H = Height 10GTAUT - 15° 1.25 950 275 1400 325 1692 400 1975 550 2563 7.3 31.38 1025 4300 NA N/A

12GT/T - 15° 100 772 223 1231 301 1521 378 1810 533 2390 6.88 2969 999 4128 NA NA
14GTAT - 15° 106 826 229 1284 307 1574 384 1863 539 2443 695 3022 1005 4182 NA NA



